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1. Installation of USB Virtual COM Port driver software

Select and double click to execute the file, “VCP_V1.3.1_Setup” in
the provided CD, see picture below. Follow instructions prompted
on PC to complete the installation.

1 Share with + Mew folder ==« [ .j@.
MName Date modified Type
| readme 7/23/2010 10:03 PM  Text Document
gﬂ VCP_V1.31_Setup 7/23/2010 10:08 PM  Application
BV VCP_V1.31 Setup_x64 7/23/2010 10:10 PM Application
|| version 7/23/2010 9:36 PM Text Document

2. Installation of Optical Power Meter Manager Software

Select and double click to execute the file,
Optical_Power_Meter_Manager_V1.4.3_Setup.exe in the provided
CD, see picture below.

-~

MName Type Size

E Optical_Power_Meter Manager V1.4.0 Setup Application 5,866 KB
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Click on [Next] to continue with the installation.

E Optical Power Meter Manager - InstallShield Wizard E

Welcome to the InstallShield Wizard for
Optical Power Meter Manager

The Installshield{R) Wizard will install Optical Power Meter
Manager on your computer, To continue, dick Next.

WARMING: This program is protected by copyright law and
international treaties,

< Back |I MNext = I [ Cancel ]

Click on [Next] to install the programs in the default directory or
click on [Change] to change install directory.
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Click Next to install to this folder, or dick Change to install to a

[‘-‘ Install Optical Power Meter Manager to:
j C:\Program Files\Optical Power Meter Manager\ Change...

InstaliShield

[ <Back [ Next> ][ concel |

Click on [Finish] to complete program installation.

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed Optical
Power Meter Manager. Click Finish to exit the wizard.

< Back | Finish { | Cancel
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3. Connecting Optical Power Meter to PC (Personal Computer)
and launching Optical Power Meter Manager

Connecting Optical Power Meter to PC

Connect Optical Power Meter to PC using the provided USB cable.

Switch on Optical Power Meter and the instrument’'s USB Driver
will be installed on PC.

The USB Driver (STMicroelectronics Virtual COM Port) and its
associated COM Port can be viewed with Device Manager of the
PC’s Window Operating System, see picture below.

= Device Manager

File Action View Help
s | E HE E 2SS
4 TEST-PC

33 Batteries

48 Computer

=lre s

1 Disk drives
K., Display adapters
-4} DVD/CD-ROM drives
% Human Interface Devices
» - IDE ATAFATAPI controllers
= Keyboards
- Mice and other pointing devices
. B Monitors
& Network adapters
475 Ports (COM & LPT)
: T2 Dot Do (1 DT
17 STMicroelectranics Virtual COM Port(COMS) I
g T

il e

48 System devices
§ Universal Serial Bus controllers

Launching Optical Power Meter Manager
Double click on file,
“Optical_Power_Meter_Manager_V1.4.0_Setup.exe” in the

directory where the Data Manager Software was installed.

Optical Power Meter Manager Software User Manual
Page 5 of 12



Alternatively, launch the Optical Power Meter Manager by double

clicking on the Optical Power Meter Manager Icon on PC’s
desktop.

4. Operation instructions

4.1 Optical Power Meter Manager’s User Interface

Picture below shows the User Interface of Optical Power Meter
Manager upon launching the software.

| Optical Power Meter Manager V14.3 | =N ===
File Device Data Setting Help
[ Connect GetData Save Data GraphData | 40 Setting
Device Information
Data
Select Device
Name Type Date
NONE -
System Information
Product No.
Serial No.
HM Ver.
F/W ver.
No Wavelength (nm) | Power [dBm]

4.2 Tool Bar Operations: COM, Connect, Get Data, Save Data,
Graph Data

COM
If the correct USB virtual COM port has not been selected
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automatically by Optical Power Meter Manager when it was
launched, manually select the appropriate port number. Refer to
section 3 to find out which COM port to select. “COMS5” should be
selected in the example.

Select Device and Connect

First of all you should select your device type. And Click “Connect”
to initiate communications between Optical Power Meter and PC.
The system information of Optical Power Meter will be listed on
Information Tab as shown in picture below.

|| Optical Power Meter Manager V143
File Device Data Setting Help

comis & Getbata | iy savensta gl Graphoata Settng
Devie Informaton
Telect Device |

Data

CWOM18 -

System Information
ProductMNo. OCPM-18
SeialNo.  14DOCTEST

HMWVer V301

FM Ve V31

No Wavelength (am) Power [dBm]
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Get Data

Click this to list all the test data files stored in Optical Power
Meter on Data Tab, see picture below.

'l Ciptical Bower Meter Mansger v1.43 = R
Fe Desce Da Semeg Help

comis v [ () corrn | |1 cenowns |y s ven gfly oraenvots semee
e b —
oat
cect Deeven

— Hamme e
o WD Dene
s W
e = DA Dt

Fridct o, OCPM-LE
SelMR  JAIGTEST
i

FiYes  vLEL

Ho Wvelength (nem) Power [dBm|

N (5

Save Data

Select the desired test record file, test data saved in the record
file will be displayed on Data tab. If the cursor not on the specific
data then an error will be occurred.

To save the selected test data to record file on PC, first click on

the test data that you want to save. And click on Save Data Icon
on the Tool Bar like the picture below.
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L/ Optical Power Meter Manager V1.43

comis_v | (&) comect| | 4 Geta , GaohData {1 settng

Device Information
Data

Select Device
Neme Type Date

CADNIS Z qag CWDMData____2018-07-03 11:49:12
Zad CWDM Data____2018-07-10 131928 |

System Informaton

ProductNo. OCPM-18 1 Save Data
SersiMo.  14pXTEST O\J () « Source » OPM_Manager » relesse v

M v

e 201 Organize v New folder : -
Ewve  vazi

}etm

%) Documents
o Music
OCPM-18 Ver2.csv

Pictur
W e OCPM-18 Ver2 1.csv

B videos

1 Computer
& Local Disk (C) |&
4 E_DRIVE (\\vbors

€ Network

File name: (ESINET) -

Save as type: | CSV Fille (".csv)

% @

Default save directory: data will be saved in the same directory
in which the Data Manager is installed.

Default save file name: P/N_date/time of record saved.txt.
Example) Optical Power Meter_20120809202732.txt
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Graph Data

Select the desired test record file and click on Graph Data. A
pop-up window showing test data in graphical form will be
displayed; see picture below.

1| Optical Power Meter Manager V1 43 = [0 e
File Device Data Setting Help

couss_v [ () comect| [ cetoata [ save vata | ffy Graoh0ta Settng

Device Informaton
oata
Select Device
cwom1s Nome Type Date
99 CWOMDats ___2018-07-0311:49:12
System Information 2ad CWDM Data____2018-07-10133928
ProductNo.  OCPM-18
SeridlNo.  147XKTEST
HMWVer V301 B .
Fwver V371 & OCPMIE-2Z [CWOM Data] 2034-10-13 170545 ol © e

RR ZEREE3m
Setting

Set the general settings.
[General tab]
Display Unit : Wavelength(nm)/Frequency(THz).

Select the wavelength unit of the measurement data to be
displayed.
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[} Optical Power Meter Manager V143 o |[@][=
o) GetData | fhsaveData :heumnm
Device Information
Data

Select Device

2 setting

System Information General oK

ProductNo. OCPM-18 Display Unit Wavelength (vm) ~ Cancel

SerialNo.  1470CTEST

HMYeR V30,1

FMiter  v3z1

No Wavelength (nm) Power [dBm]

1 1270 Low
2 1200 Low
3 1310 Low L
4 1330 Low b
5 1350 Low
6 1370 Low
7 13% Low
8 1410 Low
3 1430 Low
10 1450 Low
11 10 Low
1 100 L =
— " (©]

4.3 Menu Bar operations: File, Device, Data, Setting, Help

File

Open: Open the saved data file.

Save: This has the same function of Save Data in Tool bar.
Exit: Click on this to exit Optical Power Meter Manager.
See picture below
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[/ Optical Power Meter Manager V143 == =]
o GetData | SsveDsta J& GraphData {1 Setting
Device Information
Data
Select Device:
S o e
i qqg CWDMData  2018-07-03 11:49:12
22d CWDMData  2018-07-101319:28
System Information
ProductNo. OCPM-18
Serial No. 14IXX-TEST
HWVer 301 %1 OPM_Manager =
FWVer 371 Do you want to exit?
A
oK No
No B
1 1270 Low
2 1290 Low
3 1310 Low L
4 1330 Low F
5 1350 Low
6 1370 Low
7 1390 Low W
8 110 Low
9 130 Low
10 1450 Low
1 170 Low
1 1400 L i
L

Device
Connect: This has the same function of Connect in Tool bar.

Data

Get Data: This has the same function of Get Data in Tool bar.
Save Data: This has the same function of Save Data in Tool bar.
Graph Data: This has the same function of Graph Data in Tool bar.

Setting
Setting: This has the same function of Setting in Tool bar.

Help
About: show the information of this program.
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