
 
        VFL Visual Fault Locator Pen Review & Comparison Rev1 (17 Feb 2022) 

Specification / 
features 

Meaning 
KI 6358 JDSU                       

FFL-050  
JSDU                       

FFL-100 
EXFO 

FLS-240 
NOYES 
VFI 2 

Nettest 
VFL-650 

Wavelength  655 ±5 nm 650 nm 650 nm 630~645 nm 650 ±20 nm 650 ±10 nm 

Operation mode 
 

Continuous / Pulse Continuous / Pulse Continuous / Pulse Continuous / Pulse Continuous / Pulse Continuous / Pulse 

Connector  2.5 mm 2.5 mm 1.25 & 2.5 mm 2.5 mm 2.5 mm 2.5 mm 

Is 1.25 mm adapter 
available? 

 
Yes Yes Included Yes Yes Not specified 

Battery life  40 hours 30 hours 80+ hours 50 hours 60 hours 24 hours 

Battery type  Two AAA Two AAA Two AA Two AAA Two  AA One AA 

Operating 
Temperature 

 
-10 to +45 °C Not specified Not specified -10 °C to 50 °C -10C to +50C -10C to +50C 

Storage Temperature  -40C to +70C Not specified Not specified -30 °C to 60 °C -36C to +60C Not specified 

Laser protection class   
* Refer to Kingfisher’s product 
brochure for output powers 

No special safety 
procedures 
required to 
operate Class 1 
laser 

1 2 2 2 2 2 

Eye safety standard 
compliance 

 

IEC60825-2011 1992, EN 61010-2, CE 1992, EN 61010-2, CE 
21 CFR 1040.10 & IEC 
60825-1:2007 

21 CFR 1040.10, 
1040.11 & IEC 60825-

1:2007-03 
Not specified 

Semi-translucent 
captive dust cap 

User is able to see 
if laser is on even 
when dust cap is 

mounted 

Yes Not specified Not specified Not specified Not specified Not specified 

Retention force for 2.5 
mm ferrule 

 
1~2 N Not specified Not specified Not specified Not specified Not specified 

Operation safety 
feature 

Prevention of 
accidental 
operations  

Recessed On/Off button Not specified Not specified Not specified Not specified Not specified 

“Easy to carry around” 
feature 

 
Pocket-sized with pen-

style retaining clip 
Pocket-sized Belt loop Belt-clip Compact-sized Handheld 

Construction 
Material used in 
constructing the 
VFL 

Metal and rubber Not specified Not specified Not specified Not specified Not specified 

Mechanical 
Dimensions 

 Length: 160 mm, 
Diameter: 18 mm 

114 x 35 x 20 mm 220 x 35 x 30 mm 
Length: 175 mm, 
Diameter 25 mm 

140 x 62 x 32 mm 165 x 18 x 18 mm 

        



Specification / 
features 

Meaning 
KI 6354 JDSU                       

FFL-050  
JSDU                       

FFL-100 
EXFO 

FLS-240 
NOYES 
VFI 2 

Nettest 
VFL-650 

Volume  40.7 cm3 79.8 cm3 231 cm3 85.9 cm3 277.8 cm3 53.5 cm3 

Weight (with battery) 
 

83 g 46 g 150 g 120 g 200 g 113g 

Country of origin 
 

Germany Not specified Not specified Not specified Not specified Not specified 

 
Disclaimer: This comparison is based on our interpretation of published specifications. No liability is accepted for any inaccuracy. 
We would be pleased to amend anything found to be inaccurate. 


